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(7] Type
A Sl\r/]lin. Hole Size c . T DMiI-riLI
Thread - Thread Shank eet | In Sheet ist.Hole
Size Fastener Material Code Sore (S,\I}Izr;(k) Thickness | +.003/ Max. + 010 + 010 | ToEdge
: (1) —.000 (2)
Carbon | Stainless Igz?nﬁggg
Steel Steel Steel
0 .030 .030
086-56 DS | oots | DsP | 256 1 038 | 040 | .66 | 165 | 250 | .070 19
(#2-56)
2 .054 .056
0 .030 .030
.099-48 _
(#3—48) DS DCLS 348 1 .038 .040 .166 165 .250 .070 19
2 .054 .056
0 .030 .030
112-40 1 .038 .040
('#4_40) DS DCLS DSP 440 .166 165 250 .070 19
2 .054 .056
o o .087 .090
[NN)
w 0 .030 .030
=
S e 1 .038 .040
i#5-32) | DS | DCLs | Dsp 632 875 | 87 | 280 | 070 22
2 .054 .056
Bl .087 .090
0 .030 .030
1 .038 .040
(;ggzzz) DS | DClS | DSP 832 213 | 21 31 090 27
2 .054 .056
& .087 .090
0 .030 .030
19024 1 .038 .040
e DS DCLS DSP 024 .250 .249 .340 .090 .28
(#10-24) 2 054 056
(e .087 .090
0 .030 .030
190-32 1 .038 .040
_ DS DCLS DSP 032 .250 249 340 .090 .28
(#10-32) ? 054 | 0%
3@ .087 .090
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Continued on the table

.250—-20
(1/4-20)

SLNN 9NIHINITI-413S 4SA/S130/sa

.250-28
(1/4-28)

313-18
(5/16-18)

313-24
(5/16-24)

UNIFIED

375-16
(3/8—16)

375-24
(3/8-24)

.438-20
(7/16-20)

.500—13
(1/2=13)

.500-20
(1/2=20)

(1) For maximum performance, we recommend that you use the maximum shank length for your sheet thickness.
(2) To minimize sheet distortion and maximize product performance, use a centerline-to-edge value greater or equal to the value specified.
(3) This shank code not available for Type DSP.
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PART NUMBER DESIGNATION

DS - M3 - 2 - ZU

& ' Voo
Typeand Thread Shank Finish
E

Material Code Code Code

All dimensions are in millimeters.

Type

Min. Min.

A Hole Size ;
; Sheet Dist.Hole
Fastener Material Thickness| N Sheet To Edge

SLNN 9NIHINITI-413S 4SA/S130/sa

Hardened
Stainless
Steel

Carbon | Stainless
Steel Steel

M2.5x0.45

M3.5x0.6

METRIC

M8x1.25

2

1

M10x1.5 DS M10 14.00
28

M12x1.75 DS M12 1 . . 17.00

(1) For maximum performance, we recommend that you use the maximum shank length for your sheet thickness.
(2) To minimize sheet distortion and maximize product performance, use a centerline-to-edge value greater or equal to the value specified.
(3) This shank code not available for Type DSP.
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